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ONVR-01 | ONX MINI 
Up to 4 IP Cameras • 1 x 2.5” HDD 1TB or 2TB (Optional • LTE 4G) 

DESCRIPTION 

The ONX Mini is a fanless in-vehicle/industrial network 
video recorder with Quad-Core Intel® Atom® Processor. 

The powerful performance of the ONX Mini gives the users 
the possibility to receive the highest quality images from 
multiple sources without any danger of data loss. 
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NVR-01 | ONX MINI 

Device Specifications 

ITEM DETAILS 

Operating System  Ubuntu 20.04 LTS (Included, no desktop environment)
 Windows 10 Enterprise (Optional)

Installed Software  Nx Witness Server

CPU  Quad-Core Intel® Atom® Processor

Memory  4GB DDR4

Storage  1TB 2,5" Hard Drive
 2TB 2,5" Hard Drive (Optional)

Network  Intel® i210/i211 Gigabit Ethernet
 1 x RJ-45 (Non-PoE)
 4 x RJ-45 (PoE, shared 60W)

I/O Interfaces  2 x USB-A 3.2 Gen 1
 1 x 8-bit DIO (4-ch input, 4-ch output)
 2 x RS-232/422/485
 2 x 3,5mm Audio Jack (Line-Out, Mic-In)

Environmental  Operating Temperature: -20°C ~ 70°C
 Storage Temperature: -40°C ~ 85°C
 Storage Humidity: 10%~80% @40°C, non-condensing

Dimensions  6.3” x 5.28” x 2.44”
 (160mm x 134mm x 62mm)

Shipping Weight  3.96 lb (1.8 kg)

Warranty  2 Year Warranty

Included  Power Supply (DC 12-24V)
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( * We recommend the use of Toshiba surveillance or enterprise hard drives, specifically the S300, S300 Pro series.
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